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VAPRO SUPER TURBO 15W-40 API CH-4 

MULTIGRADE HEAVY DUTY DIESEL ENGINE OIL 

DESCRIPTION  VAPRO SUPER TURBO 15W-40 CH-4 is a high quality mixed fleet engine oil recommended for 
use in American, European and Japanese engines, both on and off-road and in a wide range of 
diesel engines. VAPRO SUPER TURBO 15W-40 CH-4 has been designed to provide superior soot 
dispersancy, exceptional cleanliness and reduced oil consumption through the use of a unique 
combination of selected additives and base oils, and is suitable for use in normally aspirated and 
turbocharged diesel engines.    
 

APPLICATION   
• VAPRO SUPER TURBO 15W-40 CH-4 has been formulated to provide robust engine 

performance in a variety of off-highway application or older off-highway diesel engine. 
• VAPRO SUPER TURBO 15W-40 CH-4 suitable for turbo-charged and non-turbo charged and 

most of engines. 

PERFORMANCE 

FEATURES AND 

BENEFITS 

 

 

 
• VAPRO SUPER TURBO 15W-40 CH-4 has been formulated to provide excellent effectiveness 

in cleanliness of piston.  
• VAPRO SUPER TURBO 15W-40 CH-4 has been formulated for the commercial trucks & 

buses, agriculture and construction equipment’s, light vehicle, off-road vehicles, passenger 
car and also suitable for stationery engines.   

• Provides low engine wear, long component life, more operational stability and lower down 
maintenance cost.   

• VAPRO SUPER TURBO 15W-40 CH-4 confidently can be used for any turbocharged engines 
and provides protection and long engine life.  

• VAPRO SUPER TURBO 15W-40 CH-4 helps minimises vibration and engine noise smoother 
and quieter drive and improve fuel economy.    
 

SPECIFICATIONS AND 

APPOROVALS 

  
• API CH-4 / CG-4 / CF-4 / SJ  
• ACEA E5-02 , Mack EO-M   
• MB-Approval 228.3 , MTU Type 2   
• Volvo VDS-2 ,MAN 271 
• • Cummins CES 20076 

TYPICAL RESULTS  
 

CHARACTERISTICS 
 

METHOD UNITS 15W-40 CH-4 

Density @ 15OC ASTM D 1298 g/ml 0.885 

Viscosity, Kinematic @ 40OC ASTM D 445 mm2/S 106 

Viscosity, Kinematic @ 100OC ASTM D 445 mm2/S 14.8 

Viscosity Index ASTM D 2270 None 136 

Flash Point ASTM D 92 OC 230 

Pour Point ASTM D 97 OC -33 

Total Base Number, TBN ASTM D 2896 mg koh/g 10.5 

Sulphated Ash ASTM D 874 % wt 1.37 

 


